
Technical Setup for Chinese Domain Name  

 

To make your registered Chinese Domain Name be of use, you have to do some steps of simple 

setup in order to use your Chinese Domain Name. It involves just 3 steps:  

Step 1 – Convert Chinese Domain Name to punycode  

b) Input the Chinese Domain Name, press ‘Encode’ to convert Chinese Domain Name into 

punycode. The result will be displayed on screen. If you want to convert punycode back to 

Chinese Domain Name, please press ‘Decode’. The result will be displayed on screen.  

 

a) Please press here to use punycode conversion tool  

 

Click on 

Technology corner 

to access Tools & 

Download 

http://www.hkdnr.hk/idn_conv.jsp


 
 

Click on Tools and Download 

to access Punycode Converter 



 

Punycode 

Convertor 



 
b) Input the Chinese Domain Name, press ‘Encode’ to convert Chinese 

Domain Name into punycode. The result will be displayed on screen. If 
you want to convert punycode back to Chinese Domain Name, please 
press ‘Decode’. The result will be displayed on screen. 

 

 
 

 



c) Before you set up name server, you can verify it by doing nslookup via command prompt  

 
How to use “nslookup” in Windows:  

1. Open command prompt  

2. In the command prompt, type in nslookup  

 

 
 

3. Type in the command “server ns1.hkdnr.net.hk” to use the DNS server ns1.hkdnr.net.hk (replace 
ns1.hkdnr.net.hk with other DNS server if needed): 

 

 
 



 
4. Type in the Punycode of the CDN   

 

 

 

 
Step 2 – Set Up Domain Name Server  

Domain Name Server Setting example:  

Example：  

CDN:測試域名 .hk  

Punycode: xn--eqrt2glv0a3zz. hk  

1. Setup for named.conf for domain xn--eqrt2glv0a3zz.hk  

zone "xn--eqrt2glv0a3zz.hk" {  

type master;  

file "db.xn--eqrt2glv0a3zz.hk";  

};  

 



2. Setup for db.xn—eqrt2glv0a3zz.hk:  

$TTL 8H  

 

@ IN SOA ns5.hkdnr.net.hk  administrator.hkdnr.net.hk.      

(  

   2005060201    ; serial, todays date + todays serial #  

6H   ; refresh, seconds 

3H   ; retry, seconds  

1W   ; expire, seconds 

8H  )  ; minimum, seconds  

;    

; Name Servers    

;    

IN  NS   ns5.hkdnr.net.hk.  

IN  NS   ns6.hkdnr.net.hk.  

;     

; xn—eqrt2glv0a3zz.hk    

;     

IN  A   192.168.8.252  

;     

; Mail Exchangers    

;     

IN  MX  10  fox.hkdnr.net.hk. 

IN  MX  20  fox.hkdnr.net.hk. 

www   IN   A   192.168.8.252  

 

 

The Process ends. Enjoy your experience with  

Chinese Domain Name  


